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SECTION I

INTRODUCTION

This document must be carried in the airplane at all times. It describes the operating procedures for the PAV80 IFE System when it has been installed in accordance with Installation manual 200-800-________, Dated:_____________ and FAA Form 337 dated _______________.

For airplanes with a Pilot's Operating Handbook and/or FAA approved Airplane Flight Manual, this document serves as the FAA approved PAV80 IFE System Flight Manual Supplement. When the PAV80 IFE System is installed in an airplane that does not have an FAA approved Airplane Flight Manual, this document serves as the FAA approved Supplemental Flight Manual.

The information contained herein supplements or supersedes the basic Airplane Flight Manual only in those areas listed herein. For limitations, procedures, and performance information not contained in this document, consult the basic Airplane Flight Manual (if applicable).

A. EQUIPMENT DESCRIPTION

The PAV80 is an integrated In-Flight Entertainment System that contains a Digital Versatile Disc (DVD/CD/MP3) video player and an AM/FM Radio Receiver.

B. GENERAL

The PAV80 IFE system provides cockpit and cabin entertainment for general aviation aircraft. When interfaced with the aircraft audio system, it presents music or other entertainment to the occupants. The entertainment is muted during important radio or intercom communications.
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SECTION II

LIMITATIONS

A. The DVD Video Portion of this system is not intended for pilot use during flight.

B. This video system is not intended for use during taxi, takeoff and landing, portable displays (if any) must be stowed.

CAUTION:

This video playback system shall not be used by the pilot during flight

SECTION III

PROCEDURES

A. See Pilot Operating Guide, Part Number 202-800-_________, Dated ______________.

CAUTION:

This video playback system shall not be used by the pilot during flight

SECTION IV

NORMAL PROCEDURES

A. OPERATION

Detailed Normal Operating Procedures are outlined in the Pilot's Guide, P/N __________ dated __________, (or later revision).

B. SYSTEM ANNUNCIATORS

Non external annunciator:

C. SYSTEM SWITCHES


The left-hand knob controls system power. Push to turn on, push to turn off.

D. DISPLAY

An 8-digit display in the PAV80 unit provides information regarding mode and status. 
This is dimmed for nighttime viewing by the aircraft radio dimmer bus.

The PVT801 has a manual luminescence control for adjusting the video display intensity. 

SECTION V

ABNORMAL PROCEDURES

A. In the even that there is any system anomaly, disable the PAV80 by pulling the circuit breaker marked “IFE.”

B. Installations with multiple displays will also have a circuit breaker labeled “VID” which shall be pulled whenever the “IFE” circuit breaker is pulled.

SECTION VI

PERFORMANCE

No change.
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